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Aco brick slot drain

Aco Monodrain

Aco mono drains set  approximately 50mm off rear
faces of granite bollards and 10mm below pavement level(s).
Fall resin from existing pavement edge down to new ACO drain.

Aco Monodrain

Aco Brickslot

Aco Brickslot

Aco Brickslot

Aco Monodrain
Aco Monodrain

Aco Monodrain/sump
600mm past granite kerb corner.
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Cinema sign
repostioned

Repositioned
existing bike racks.
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Repostioned
ticket machine/
charges sign
(sign reduced size)

Disabled
Bay

Disabled
Bay

Car Park

Cobbles ( retained)

New Granite
finished piazza
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Duke of Bedford
Statue and base
repositioned.

1500mm wide re
sin

 co
ve

red ve
hicle

 acce
ss 

pave
ment

Benches removed.
Wrought iron
balusters fitted
between granite
posts

Motor
bikes
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New benches

Wrought iron balusters
fitted between granite
posts where benches
are removed.
In-filled with new to
match.
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Historic granite setts
all retained

New granite step to
tower and wall gate.

Area of existing
historic granites
re-levelled to
entrance path sett
levels.

New planting to
existing low level
wall.

2 central granite
posts removed,
reinstated where
benches removed
etc.

Low level granite
block
vehicle
barriers/seats

4.8x2.4 vehicle bays.
Marshalls Neso Buff
Yellow Blasted
Granite finished
brick outlines.

New grass Town Lawn

Phone Box

Existing modern
pavement
kerb removed at
Tower to create level
pavement into
Guildhall main
entrance
(via existing historic
granites)
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End bay loading
zone
provided by
pavement.

Despina Granite sett
finish

Memorial
Public Toilets

Trowtes House

Police Station

Courtroom

Court Gate

Museum & Library

Statue

Aco brickslot

Aco Monodrain

G
G2

G3

G5

G
New Marshall
bespoke Yaletown
granite pavement
kerbs ( fine pickled
finish)
Granite setts/kerb in
this section to match
existing in overall
sizes.

Tac
tile

Pav
ing

Granite
Paving

Granite
Paving

Duke of Bedford
Statue repositioned
centrally between
Court Gate
Windows.

Gate

Gate

G
ranite Paving

Granite Paving
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Both conifer trees,
low level walls and
grass area to be
carefully removed.

War memorial
ground plaques to
be repositioned to
western side of
Memorial cross.
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80.75
80.85

Install 2 missing
square rails to end
posts at crossing.

Carefully remove 2
granite posts at
pavement junction
and set aside for
re-use.

Remove plant stand
and set aside.

Install 2 missing
square rails to end
posts at crossing.

4 No.Collingwood
GL07-60deg/4000k
uplighters to
statue ( 700mm
to centre of base
stones)

All existing granite setts  retained
outside Courtgate, Museum and
Police station.Finish resin
minimum 10mm below at granite
level.

All retained existing manholes,
gullies, utilities chambers etc
reset to finished 25mm thick
resin/granite sett levels

All main path and Piazza granite setts laid to pattern
shown consisting of:

1 845x560mm
2 560x560mm
3 275x560mm
4 275x275mm

Lay all sets with max 10mm grout joints

1720mm width across setts

All new parking bay outlines to be in  Marshalls
Neso Buff Yellow Blasted 63x100x200mm granite
soldier courses.( laid flush with resin )

Main path, statue and Piazza areas laid to setts to
be Marshalls Despina Mid/Dark grey Flamed
Chinese Granite.

All setts laid level across the site with no kerb
changes.

Northwest extended main pavement formed in
Marshalls Yaletown flamed granite in sizes and
pattern to match existing to Bedford Square.
Form curved kerbs in Marshalls Conservation Kebs
Silver grey to extents shown.

All granite to hard landscaping to be 60mm thick to
achieve Class 4 loading ( occasional
delivery/emergancy vehicle use+ market place)

Preliminaries

NOTE: ANY DISCREPANCIES BETWEEN DRAWINGS AND
SPECIFICATION, THE SPECIFICATION WILL BE USED OVER
THE DRAWING AND THE CA IS TO BE INFORMED
IMMEDIATELY
1. All setting out to be checked on site. Any discrepancies to be

reported to CA/Client prior to construction
2. The dimensions are structural unless otherwise stated, and for

pricing purposes only. All final dimensions of existing structure
are to be taken by contractor

3. The Contractor is to maintain the integrity of the site and
surrounding buildings at all times during the works

4. All existing drainage routes in vicinity of new works to be
thoroughly checked and any disorder reported to the CA/Client
for further action

5. All materials and workmanship to comply to all relevant building
regulations, British Standards, codes of practice, health and
safety requirements, the client will be responsible to make sure
they comply with all statutory requirements.

6. The Contractor is to comply with the 2015 CDM Health and
Safety Legislation and provisions made for safe working
procedures throughout the building works

7. All electrical work is to be carried out by an approved, registered
sub-contractor

8. Electrical work is required to meet the requirements of part P
(electrical safety) and must be designed, installed, inspected
and tested by a person competent to do so, prior to completion
the council should be satisfied that part P has been complied
with, this may require an appropriate bs 7671 electrical
installation certificate to be issued for the work by a person
competent to do so

9. All structural timber to be treated with approved preservative,
and be SC4 grade or better, unless otherwise specified by
structural engineer

10. All contractors, sub-contractors and suppliers are to visit the site
to ascertain the nature and extent of the works prior to quoting,
fabricating or commencing work

11.   All historic cast iron gullies, inspection chambers etc to be
       retained and incorporated into scheme.

All resin to be set max 10mm below
level of existing historic granite kerbs

All new resin/granite pathway perimiters formed from
Marshalls silver grey granite 63x150x914mm
conservation edging sections.Edging kerbs laid flush with
paths. Lay in 1:2:4 ( cement:sand:agg) min 100mm thick
well compacted semi dry concrete footings.Min 1

3rd of unit to
be fully bedded into the conc. mix.

Fall

Reduce tarmac depth along length of
existing retained historic granite setts to
ensure Piazza resin can be laid at
required 10mm shadow gap

All below ground drainage works to be in vitrified
clay ( BS EN 295+65) and be in accordance with BS
8301:1985 and all pipes and fittings to be to
BS4660/BS EN 752-3
All works to be as DCC/SWW/sewerage undertaker
specification to allow formal adoption where
applicable.
Excavate trenches and granular bed fill to allow
vehicle loadings over. Make good with tarmac to
match.

Resin to be LeesonBound high performance  aggregrate bound
system, trowel laid by specialist sub-contractor to CA approved
colour/tone. Install to manufacturers details including as
necessary substrate, primer etc.

Min depth 3x largest aggregate with wear layer min 12%
aggregate.

Pathway: 25mm thick surfacing course ( 10mm aggregate)
Binder course of 50mm AC14 asphalt to BS EN 
13108-1:2006
Sub-base of 150mm non frost Type 1 803
Tone: Alpine

Public Loo: 25mm thick surfacing course ( 10mm aggregate)
Binder course of 50mm AC14 asphalt to BS EN 
13108-1:2006
Sub-base of 150mm non frost Type 1 803
Tone: Alpine

Car Park: 40mm surfacing course ( 10mm aggregate)
Binder course: 35mm AC14 asphalt to BS EN 
13108-1:2006
Road base:70mm AC32 dense base asphalt

 concrete max 100/150 pen to BS EN 13109-1:2006
Sub-base of 300mm non frost Type 1 803.
Tone: Titan Silver

Car Bays: 40mm surfacing course ( 10mm aggregate)
Binder course: 35mm AC14 asphalt to BS EN 
13108-1:2006
Road base:70mm AC32 dense base asphalt

 concrete max 100/150 pen to BS EN 13109-1:2006
Sub-base of 300mm non frost Type 1 803.
Tones:
Heather to bays
Sunlight to Disabled Parking Sign and cross hatching

Existing pavement
and kerbs  removed
( Note: site levels
retained in proposed
build up)

Level (flat)
material site
change

Level (flat) material
site change

Level (flat) material
site change

Level (flat) material
site change

Level (flat) material
site change

Former Statue base

New Artform Zaffiro
PDM granite sanded
500mm dia vehicle
bollards/seats

Fall

Fall

Fall

Fall

Fall

Fall

Fall

Fall

Fall

Fall

Fall

80.42

80.33
Fall

Fall
Fall

Fall

Fall

Fall

Fall

Fall

Fall

Fall

Level (flat) material
site change

Level (flat) material
site change
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Remove gulley G5
retain soakway
below.

Fall

Fall

Fall

Fall

81.13

Border low
level
planting

Retain existing downpipe,
SVP and gulley.
Remove manhole and
replace with 300x300mm
recessed I.C fitted with non
return valve.

Fall

Fall

Despina Granite sett
finish

Granite sett finish

Despina Granite sett
finish

Carefully remove 2
granite posts at
pavement junction
and set aside for
re-use.

Reinstate granite post where benches and
conc plinth are removed.
Install 2 missing square rails to end posts at
crossing.

Reinstate 2 No granite posts at new
paevement area created. Install square rails
in-between posts.

New Artform Zaffiro
PDM granite sanded
500mm dia vehicle
bollards/seats

New Artform Zaffiro
PDM granite sanded
500mm dia vehicle
bollards/seats

New chippings infill
to memorial base
surround.

Replace existing conc.
base street lamp iGuzzini
Platea Pro
(A45) Pole mounted
lamp 296x214mm

New Fumagalli in
ground Ceci 90-3L
diffuser spread lights
set to 300mm offset
grid to each parking
bay line.

New Fumagalli in
ground Ceci 90-3L
diffuser spread lights
set to 300mm offset
grid to each parking
bay line.

Fall

New Fumagalli in
ground Ceci
90-3L diffuser
spread lights
set to 300mm
offset to both
sides of path at
1500mm grid
lines.

Omit ground
lights in area of
lampost

Undertake all works in strict accordance with
Archeaologcial watchign brief and Desk Based
assesement.
Allow for  3 initial excavation trenches across the
site at section lines AA,CC & EE to allow
archaeological study prior to any main works
commencement.
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Remove gulley and
infill with SWS pipe
section.

Repositioned road
gulley (G7)
connected to
existing SWS via
new below ground
drain.

Blend end of new
pavement at junction
with southern
cobbles.

50mm wide kerbs at
new pavement
Note: Full length at
eastern perimeter,
50% of western side
and only up to
historic wall at
eastern side.
Outside Kerb - kerb
=1820mm

Fumagalli in ground Ceci
90-3L diffuser spread lights

4 No. Collingwood
GL007A-18deg
uplighters to statue

Set new resin 10mm
below existing
granite pavement
edges.

Retain conc kerb at
pavement to provide
demarcation line.

Lawn taken up to
600mm off existing
and new pavement
edges. Edging zone
completed with C19
cobbles/granite
kerbs from site
excavation.
Cobbles  laid in
Steintec tuffbed
base, primed with
tuffbond and
finsihed with
Steintec jointing
mortar between.

Vehicle turning area
and parking bays
formed from min
40mm thick
Leesonbound
Polyurethane stone
bound resin system.
Sub-floor build up to
manufacturers Car
park specification.

Allow to retain all existing SWS/FWS
below ground sewers

25mm thick resin
finish to path
(Alpine mix)

Resin finish to
parking bays
(Heather mix)

Resin finish to
parking bays
(Heather mix)

40mm resin finish
to parking bays
(Heather mix)

Southern pedestrian
pathway formed
from min 25mm
thick Leesonbound
Polyurethane stone
bound resin system.
Sub-floor build up to
manufacturers
Urban Pathway
specification.

40mm resin
finish to
parking bays
(Heather mix)

40mm thick resin
finish to vehicle area
(Titan Silver mix)

Resin finish to
vehicle area
(Titan Silver mix)

Lay 40mm thick
resin to disabled
transfer area in criss
cross pattern
(100mm wide lines)
in Sunlight tone.

Kerb sections
retaining cobbles
and path level
change.

Kerb
sections
forming end
of path

Fall

Fall

Kerb
sections
forming end
of path

Kerb  sections
forming end
of path

Marshals kerb
sections forming end
of resin area.

25mm thick resin
finish to area outside
Public Toilets(Alpine
mix)

Kerb ( retained)

Kerb  sections
between central post
and end of toilet
block to form edge
to sloping ground
level.

Retain all tarmac and
concrete to west and
south of Public toilet.

Lay 40mm thick
resin to form
disabled signs in
Sunlight tone.

Lay 40mm thick
resin to form
disabled signs in
Sunlight tone.

Perimeter of War
Memorial seeded
with Poppies

1 13

2 4

21

34

414

1

23

1

4

4

2 3

cut

cut

cut

All existing tarmac levels at perimeter individual
spot levels noted are to remain as final finished site
levels.

Retain and/or raise all existing chambers, rodding
eyes etc to ensure level with new resin
topping/setts. All existing gulleys to resin at current
levels and resin is to be shallow fall into them.

All new granite setts to be laid in fully prepared and
built up sub ground bases as Marshalls details.

Allow to reduce all central site levels to achieve
high-low cross site levels set. ( see existing site
survey for reference spot levels)

Northwest extended main
pavement formed in
Marshalls Yaletown flamed
granite in sizes and pattern
to match existing to
Bedford Square.

Original
gate
post

Original
gate
post

Original
gate
post

Original
gate
post

Original
gate
post

Original
gate
post

Marshalls charcoal
textured Priora 63x150x914mm
conservation edging sections
forming both sides of granite path.

Remove existing
raised bed at tree.

Carefully take up and
set aside historic
cobbles at tree.

All new ACO drainage installed in strict accordance with
manufacturers details.

Marshalls Priora
charcoal textured
63x150x914mm
conservation
edging sections
forming western
side of granite
path.

Connect new Aco drain to
existing assumed SWS  at
former gully location via
new below ground 100mm
Ø SWS and fit with a non
retrun valve at Firestation
door

Connect new Aco drain to
existing assumed SWS  at
existing road gully location
via new below ground
100mm Ø SWS

Remove gulley G6
retain soakway
below.

Allow to cap off existing below
ground gas pipe at existing meter
point shown in front of Firestation
door. Incoming route of pipe
unknown.
( Meter to be below new granite
sett surface)

(new) GAS meter

Connect new Aco drain to
new crate soakaway No.2
to lawn area via new
below ground 100mm Ø
SWS as shown.

8x3x.75m crate
soakway No.2

Connect new Aco
drains to new crate
soakaway No.1  to
lawn area via new
below ground 100mm
Ø SWS as shown.

8x3x.75m crate
soakway No.1

existing 50mm gap pipe ( retained)

Allow to extend gas
pipe from existing
rear courtyard
junction ( to be
removed) to Market
Road pavement
( approx 3.5m long x
600mm deep)
Make good
pavement.

new section of  50mm gap pipe

New 50mm MDPE
water pipe ( full length)

Allow to form 2 No 8x3m x 750mm deep crate
soakways under new lawn area at approximate
locations indicated.

Allow to excavate and
replace existing water
supply pipe from existing
meter indicated to Market
Road pavement.
Note: new trench to be
750-900mm deep and
run in same line as
existing.( shown
assumed on plan)
Pipe to be 50mm dia
MDPE.

New 50mm M
DPE water p

ipe ( f
ull le

ngth)

G1

Existing gulley G1
SWS pipework
retained.
Connect Aco drain
into SWS at former
gulley point

Existing gulley G2
SWS pipework
retained.
Connect Aco drain
into SWS at former
gulley point

Existing gulley G3
SWS pipework
retained.
Connect Aco drain
into SWS at former
gulley point
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Note: Gullies G1, G2 and G3
discharge into gulley G4 by
existing SWS. Line and depth
unknown.

Omit
balusters to
resin path

Permit
Holders

20

570mm wide edging
zone completed of
C19 cobbles from
site excavation, laid
in Steintecc base
with tufftop pointing
between.

Grass

Grass

Grass

Grass

Grass

cobbles

cobbles

cobbles

cobbles

co
bbles

old granite

co
bb

le
s

co
bbles

New benches

19C cobbles
removed and
relaid around
DOB statue

400x150mm
reclainmed
granite
commorative
sett to DOB
base.

Remove concrete
and place C19
cobbles to infill
section

Remove existing
conc. edging to
historic pavement
granite setts.
Lay 570mm wide
C19 cobbles up to
pavement face of
retanined post.
Make good between
cobbles and granite
setts as necessary.

Existing historic granite
pavement sections to be laid
flat forming kerbs for Lawn.

1.7m wide granite
crossing
point to lawn.

19C cobbles removed
and re-laid around
southern lawn area.
Northern perimeter line
to match existing
opposite. Include for
laying number of larger
Former Abbey
foundation river stones
in cobble area.

World Heritage Site
information boards to be
permanently fixed to
external walls of Public
Toilets ( above bike racks)
at future time.

Marshalls Priora
charcoal textured
63x150x914mm
conservation edging
sections forming
eastern sides of
granite path.

gr
an

ite

Carefully set aside
Victorian cast iron
road gulley grate for
TTC Heritage Centre
Display.

cobbles

granite

Provide movement joints to cobble bedding mortar
as set out in Tuffbau Ltd documents.

Lay all cobbles in a northeast to southwest aligned
linear pattern generally to the site.
Where cobbles abut DOB statue lay cobbles in a
gentle curved alignment.
All patterns etc to be as existing as laid out in AC
Archaeology report.

100-200mm deep random sized cobbles to be laid
in min 150mm C25 conc. mix on min 240mm very
well compacted 803 sub-base.Stones laid tightly
abutted to provide joints to match exposed existing.
Finally point with min 50mm deep Steintec Tufftop
to all cobble upper joints to 3/4 depth of stones.

Final pointing to leave 10-15mm top surface of
stones exposed.

Note: Large 1200c560mm river stone
excavted from North of site where DOB
statue to re-positined to be retained, and
incorporated within new lawn created.

New level acess path
formed from reclaimed
granite kerbs from
southeast pavement of site.
Total width off Court Gate
wall 2.0m

Existing site exposed
granite chanels/kerb
stones re-used to
western perimiter of
pathway. Final length of
run to be determined on
site.

Grass

Grass

Grass

Grass

Grass

Grass

1 No. Collingwood
GL007A-18deg
uplighter to War Memorial

1 No. Collingwood
GL007A-18deg
uplighter to War Memorial
Surround in conc base to dia
of upper flange cover.700mm
offset to light.

Reduce tarmac level to both
ends of path to allow level
access to existing/proposed
pavements.

GAS

Cobble build up

0.00

+240

+390

+440
+450

Note: No hard
landscaping works
east of new
pavement around
existing Public
Toilets and central
pavement.

co
bbles

granite

granite

granite

Rebuilt excavated
18C animal
stockade wall corner
post and 500x1m
length walls as
shown using
excavated
stonework laid in
NHL3.5 bed and
pointing mix.
Complete with
granite pavement
pavings former
feature bench.

Bollard to spaces 8,9,10,11
to be flat bottoms to allow
repositioning. All others root
fixed to the ground.

Aco mono drains set  approximately
50mm off rear faces of granite bollards
and 10mm below pavement level(s).
Fall resin from existing pavement
edge down to new ACO drain.

new
granite

old granite

old granite

new
granite

old granite

Old Granite
slabs

Aco mono drains set
approximately 50mm off
rear faces of granite bollards
and 10mm below pavement
level(s). Fall resin from
existing pavement edge
down to new ACO drain.
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